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Datenblatt

Data sheet

Typ
Type

TEG(FKM)

Textil-Einlage-Geflecht, RME-bestindig

Aufbau:

Innenschicht: FKM
Zwischenschicht: ECO
Festigkeitstrager: Aramidgeflecht
AuBenschicht: ECO

Einsatzgebiet:
Fir alle Kraftstoffe im KFZ,

Flexible Fuels (z.B. E5, E10, oder E85)
Eigenschaften:

hohe Warmebestandigkeit.

DBL 6256.70

DIN 73379 Typ B1
SAE J30 R9

GME 08 007

kurzzeitig bis +150°C (je nach Einsatz)

auch PME (RME)-haltige Dieselkraftstoffe,

hochflexibel, sehr geringe Kraftstoffdurchlassigkeit,

entspricht: EU Altautorichtlinie 2000/53/EG
BMW GS 93010-3 VS 11 11 und 11 13

Temperaturbestandigkeit: -40°C bis +125°C

Textile inlay meshwork, RME resistant

Construction:

Inner layer: FKM

Interlayer: ECO
Reinforcement:  Aramid meshworh
Outer layer: ECO

Application:
For all fuels in cars,

also PME (RME)-containing diesel fuels,
flexible fuels (for example, E5, E10, or E85)

Characteristics:
highly flexible, very low fuel permeability, high heat
resistance.
corresponds: EU scrap car guidefine 2000/53/EG
BMW GS 93010-3 VS11 11 and 11 13
DBL 6256.70
DIN 73379 Type B1
SAE J30 R9
GME 08 007
Temperature range: -40°C to +125°C
short time up to +150°C (depending on use)

Nennweite Maf innen MaB auBen kleinster Betriebsdruck Kurz- Artikel Gewicht
NW [ca. mm] [ca. mm] Biegeradius [mm] [bar] bezeichnung Nummer [g/m]
nominal size I.D. O.D. minimum working pressure o s weight
DN [cir. mm] [cir. mm] bend radius [mm] [bar] P : [g/m]
3 5,0 11,0 60 10 TEG(FKM)-3 2150 401 91
4 6,0 12,0 70 10 TEG(FKM)-4 2150190 127
6 8,0 14,0 70 10 TEG(FKM)-6 2150195 150
8 9,3 15,3 70 10 TEG(FKM)-8 2150200 175
10 12,0 19,0 80 10 TEG(FKM)-10 2150 205 260

Der Inhalt dieser Druckschrift ist unverbindlich und dient ausschlieBlich Informationszwecken. Diese
Druckschrift enthélt keinerlei Garantien oder Beschaffenheitsvereinbarungen der WEPF GmbH fiir ihre
Produkte, sei es ausdriicklich oder stillschweigend, auch nicht hinsichtlich der Aktualitét, Korrektheit,
Volistandigkeit und Qualitat der Informationen sowie der Verfiigbarkeit der Produkte. Die Informationen in
dieser Druckschrift sowie die beschriebenen Produkte und Dienstleistungen kdnnen ohne vorherige
Ankiindigung von der WEPF GmbH jederzeit geéndert oder aktualisiert werden. Die WEPF GmbH tibernimmt
keine Haftung im Zusammenhang mit dieser Druckschrift. Eine Haftung fir jegliche unmittelbaren oder
mittelbaren Schaden, Schadensersatzforderungen, Folgeschaden gleich welcher Art und aus welchem
Rechtsgrund, die durch die Verwendung der in dieser Druckschrift enthaltenen Informationen entstehen, ist,
soweit rechtlich zulassig, ausgeschlossen. © 2015 WEPF GmbH. Alle Rechte vorbehalten.
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The content of this publication is provided for information only and without responsibility. WEPF GmbH's
obligations and responsibilities regarding its products are governed solely by the agreements under which they
are sold. Unless otherwise agreed in writing, the information contained herein does not become part of these
agreements. This publication does not contain any guarantee or agreed quafity of WEPF GmbH's products or
any warranty of merchantability, fitness for a particutar purpose and non-infringement. WEPF GmbH may make
changes in the products or services described at any time without notice. This publication is provided on an "as
is”basis. To the extent permitted by law, WEPF GmbH makes no warranty, express orimplied, and assumes no
liability in connection with the use of the information contained in this publication. WEPF GmbH is not fiable for
any direct, indirect, incidental, consequential or punitive damages arising out of the use of this publication.
Information contained herein is not intended to announce product availability anywhere in the world. © 2015
WEPF GmbH. Al rights reserved.



